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@ VALVES
R.M.A. REGISTRATION DATA

DATE

issuenee.2.51...

6064
BEAM PENTODE

This valve is designed for trustworthy operation under conditions of
vibration and mechanical shock, It is a miniature type beam power
amplifier pentode designed for use in medium power audio amplifier
applications. It has electrical characteristics which are identicsl to
those of the 6V6G/CT. The use of the T-6% bulb enables the 6061 to meet
the full rating of the 6V6G/GT.

MECHANICAL DATA:

Coated unipotential cathode.

Qutline drawing ....... 6-3 Bulb cvvvnvonans ceees T-6%
Base ....... coveenano H9={ Miniature glass button 9-pin.
Maximum L8mEetEer ...ceosoceccosssnncsossesscorsonsoorensasene 7/8"
Maximum overall length cocoveccccsnesoas cecnsrescsecsccosacsn 2.5/8"
Maximum seated height c.occvocceccoosccoonoccossocancacososaco 203/ 8"
Pin connections cccooescoscooocsssassoocsesnosssso BASINg Noo 9AM
. Pin 1 = Grid No, 1 Pin 6 - Internally connected
Pin 2 = Grid No, 1 Pin 7 - Plate
Pin 3 - Cathode Pin 8 -~ Grid No. 2
Pin 4 - Heater Pin 9 - Grid No. 3
Pin 5 ~ Heater
Mounting position coccsovccocecncocscsooccoccncocoonocnosocasa e &Ny
Maximum shock (in intermittent service) ....o.cceveccoeses cesos 500 g
Vibration {continuous service) .....ccooevvecon cooocesesccesscce 28 £
Mechanical resonsnce ......ccsccccccooooo0oo0oscosos cessocnoasc.NONE below
100 o/s
ELECTRICAL DATA:
Ratings
Heater voltage (ac or AC) ccncosocovoconnscoococnsncocasnea Do3 VOlts
Maximum heater-cathode voltage .ccocsvceccocoe sossoeccsscesss 100 volts
Meximum plate VOltage ...coovecoesccncocoocsesoscovscnsavoo 315 VOLtS
Maximum Grid No, 2 voltage ..oioceccoscccocaossoce csescscoo 285 volts
Maximum plate dissipation ¢...cccocovossc0c000ccn0c0scsa asooa 12 watts
Meximum Grid No. 2 dissipetion coeecco.. esovenosaera crsooaco 2 watts

Maximum external Grid No., 1 circuit resistance-self bias... 0.5 megohm
Maximum external Grid No. 1 circuit resistance-fixed bias.. Oo1omegohm
Maxi bulb t serature at any point . sooerona  290°C
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VALVES

BRIMAR R.M.A. REGISTRATION DATA (CONTINUED) Tvre . 6061

. Typical operating conditions and charscteristics class A4 amplifier
Heater voltage (8c or dc) .ovvveeveernns . 6.3 6.3 6.3 volts
Heater ourrent ....cececooscaass veeenenss 450 L50 450 mA
Plate vol48ge ccvrvnncocsusssns vessecsass 180 250 2495 volts
Grid No. 3 voltage .c..viecervrecsccnreens ¢ 0 0 volts
Grid No. 2 vOltage .cocsecneossscsnvacsass 180 250 225 volts
Grid No. 1 voltage ....cceevsnn cessoasss =8.5 -12.5 =13 volts
Plate resistance (approx.) o..... cereeso 58000 52000 77000 ohms
Transconductance c...o.ee.. srsesesansss 3700 4400 3750 uphhos
Peak a-f signal voltege ...evevecevass o 8.5 12.5 13 volts
Zero signal plate current .coecvvvcvcncs 29 45 34 mA
Zero signsl Grid No., 2 current ........: 3 4.5 2.2 wh
Maximum signal plate current ........... 30 L7 35 mA
Maximum signal Grid No., 2 current ...... L 7 6 mh
Load resistance c.c.ceccccosccsacsassssos 500 5000 8500 ohms
Total harmonic distortion (approx.) .... 8 8 12%
Power output .ccececocecsccosceccssssnss 2.0 4o5 5.5 watts
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